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The complete cassette tape recording and play- 
back system pictured here may strike you at first 
as a toy—it’s certainly small enough. 

But don’t be fooled. Even though the record/ 
playback unit is about the same size as a pack of 
king-size cigarettes, and the cassette 14 as big as 
conventional types, it’s nevertheless an incredible 
precision instrument that offers C-cassette per- 
formance plus versatility you have to experience 
to believe. 

The secret is not simply miniaturization, 
although years of Olympus leadership in ultra- 
compact optical equipment went into the ZUIKO 
PEARLCORDER. It offers a tiny, efficient 2.4cm/sec. 
tape speed that benefits from an amazing ultra- 
compact yet reliable DC motor with proven per- 
formance in space and stability-conscious space- 
craft missions. It provides over 2,000 hours of 
clear, distortion-free recording and playback— 
more than four times durable than ordinary 
miniature DC motors. 

A main unit, six snap-on modules and 15 ac- 
cessories that combine in dozens of different 
ways—you can assemble precisely the features 
you want for any recording or listening situation. 
Choose between three different mikes, three power 
sources, automatic voice-controlled recording 
start/stop —all in a compact unit that fits snugly 
into pocket or purse. 

ZUIKO PEARLCORDER. There’s never been any- 
thing like it. 
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It’s really this small! Actual-size photo of Zuiko 
Pearlcorder Micro Cassette. Available in 60 or 45- 
minute types. 
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Record/playback unit 

Voice activator 

VU meter 

Speaker 

Power pack 

Power pack with rechargeable batteries 
AC filter 

Patch.cord with attenuator, type PA-23 
Patch cord type C 

| Patch cord with attenuator, type PA-26 


| Patch cord type P-23 


AC adapter/recharger 
MICRO CASSETTES 


| Microphone holder 


Magnetic microphone 
.Dictation microphone 


7) Telephone pick-up 


,Dynamic microphone with remote control switch 
Earphone 


o| Remote contro! switch 
4] 


Carrying.strap 
Leather case 


23) Earphone loop 


24] Extension speaker . 
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Standard Set 


Record/playback unit ............. See Aes 1 
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Wieroplione HOMER ...iwsbeeisetes sccunntabntaceeee 1 set 
MICRO CASSETTES (G45) .........0.¢0erge otras Za 
3.9V Mercury batteries, Toshiba H-3P......... 2 


PHeStiC GUTIM CASE. —cnanedeccus cee ate eeeeeereee 1 


Basic Components 
—-Dimensions 


22mm(/% inch) 
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Shown above, actual size Zuiko Pearlcorder. 


ame of Parts 
and controls 


Rewind-Fast forward button Lock button Lock button 


STOP button 


Recording button 
PLAY button 


Cassette guide pins 
ot, 
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Capstan shaft 


Monitor jack Bayonet (male) 


Lock buttons 
Battery check button 


Volume knob 


Cassette-lifting button 


Remote control jack 
Microphone jack 


Cassette-lifting button Record/Playback unit 


Space-Age 
Module System 


MC-45 Ga 


A. 


TUnigpyrany 


OLYMPUS OPTICAL CO,LTD. 


(100110 


sy \ NUN 


LANA ER AAS ERIN 


The record/playback unit above is indispensable to 
all combinations. All control buttons are grouped 
for one-finger operation on the top left, a snap-in 
pop-up MICRO-CASSETTE mounting below and all 
microphone and remote control jacks on the left 
side. Attached here is the 2” (50mm) dynamic 
speaker, incorporating earphone and monitor jacks. 


For effective recording the 
sound level must be constant. 
A visual check can be made by 
attaching the VU meter for 
recording. 


For extra candid recording 

convenience and tape econo- 

my, this voice activator turns 
the tape on when a signal is | 
received and off approx. . 
3seconds after input ends. | 
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AC Power 
Use the AC adapter (below) 
and filter (left). 


Rechargeable NiCd _ Battery 
Pack 

Use the nickel cadmium bat- 
tery pack (left). Recharge 
directly with the AC adapter/ 
recharger. 


Power Pack 

The power battery pack holds 
two 4.5V alkaline batteries or 
two 3.9V mercury batteries, 
so you'll never be caught 
short. 


This system lets you combine 
the record/playback unit with 
modules to suit any situation 
—in seconds. Just 
match the unit and any module 
or modules and twist to lock. 
Bayonet prong combinations 
assure sure, steady connec- 
tions in spite of knocks or 
vibration. To disassemble, 
press the safety catch buttons 
and untwist. 


Recording 


The snap-on dictation micro- 
phone is ideal for taking vocal 
notes. The whole system be- 
comes a hand-held “mike” 
with no cords to worry about. 


Dictation microphone 


Miniature microphone 


In addition to the dictation microphone, there 
are three other signal pickup units. The special 
miniature microphone works from a tiny stand, a 
tie-clip attachment or almost anywhere else you 
can imagine. 

To record both sides of a telephone conversation, 
simply press the suction telephone pick-up to the 
phone body near the receiver rest. The dynamic 
microphone, with its remote on/off switch, is ideal 
for arranged interviews, other normal recording 
situations. 


Telephone pick-up 


Dynamic microphone 


Leather case. Holding the record/playback unit, speaker, pack combination. 


Playback 


There are four possible playback methods: ear- 
phone (plus binaural loop—right), speaker, ex- 
tension speaker or speaker plus earphone. What's 
more, if any of the microphones shown on the 
opposite page is left attached during playback, it 
will also function as a speaker. When the extension 
speaker is used, its batteries can power the whole 
system. 


Extension Speaker Power Source 


The extension speaker holds five “C”’ size dry cells, 
power the whole system. 
Earphone and earphone loop 


Extension speaker 


Remote control switch 


A Combination 
for Every Use 


@ Basic Combination Record/playback unit— Speaker — Power pack 
i Minimum Combination Record/playback unit—Power pack | 
@ Recording 
Microphone Recording 
Microphone Power Source: 
Magnetic microphone _ Power pack : 

Dictation microphone —Record/playback unit—>< Speaker — * Power pack with rechargeable batteries 

Dynamic microphone AC filter —AC adapter/recharger 


Extension speaker 
x Recording Power pack with rechargeable batteries—AC adapter 


Telephone Recording 
(Telephone) 


Telephone <T ROLIENER? unit — >« Speaker — Power Source 
Radio/TV Recording 
| Ges or TV Earphone Jack) 
Patch cord with attenuator —Record/playback unit—>k Speaker — Power Source 
Type PA-23 
Gace Amp. Headphone Jack) 
Patch cord with attenuator —Record/playback unit— > Speaker — Power Source 
Type PA-26 
Amplifier Recording 
ae or TV Recording Jack) 
Patch cord, Type P-23—Record/playback unit— >< Speaker —Power Source 
Recording Level Control 
(Sound Source)—Record/playback unit—VU meter —>k Speaker —Power Source 
Automatic Voice Recording 
Microphones—Record/playback unit—Voice activator —>« Speaker — Power Source 
Recording Level Control and Automatic Voice Recording 
Microphones—Record/playback unit—VU meter —Voice Activator —Power Source 
Speakers marked with >k may be left attached or removed during recording. 
Ss Playback Power Source: 
Power Pack 


Record/playback unit— Speaker — Power Pack with Rechargeable Batteries 
AC filter —AC Adapter/Recharger 


Record/playback unit— Speaker —Power Source 
Earphone 
Record/playback unit— Extension Speaker 
Record/playback unit— Power Source 
Earphone —Record/playback unit— Power Source 
MM Record Monitoring Earphone | 
(Sound Source) — Record/playback unit — Speaker — Power Source 


Basic Specifications 


Tape 

Track 

Mode of drive 
Tape speed 
Recording time 


Rewind/Fast forwarding 


Recording system 
Method of erasure 
Transistor 

Output 


Overall frequency 
characteristics 


Power source 


Microphone 
Speaker 


Dimensions and weight 
Record/playback unit 


Speaker 
Power pack 


(battery type) 
MICRO CASSETTE 


MICRO CASSETTES (MC-60, MC-45), 
Two-track, one-channel 

Capstan drive 

2.4 cm/sec. (56 inch/sec.) 


60 or 45 minutes (two-track, combined, 
MC-60 or MC-45). 


2 minutes 10 seconds (MC-60) 
1 minute 40 seconds (MC-45) 


D.C. bias system 

D.C. erasing method 

11 transistors 

100mw in maximum torsionless output 


300—4,000 Hz. 


D.C. 6.5—9V power pack. 

Two 3.9V mercury batteries (Toshiba H-3P) or 
two 4.5V alkaline batteries (Eveready 523, 
Mallory PX-21 or equivalent); 

power pack with rechargeable batteries; A.C. 
adapter/recharger +A.C. filter; extension 
speaker (five ASA ‘'C” Cells). 


Magnetic type frequency characteristics 
400—4,000Hz. Impedance 2KQ. 


Dynamic type, input 0.2W, provided with 
monitor and earphone jacks, impedance 8Q. 


4'4” (length) x 2%” (width) x %” (depth) 
(N08 x58 x Z2mim) 9.7 OZ. (275 grams). 
2%” (length) x 2%” (width) x %” (depth) 
(68x 58x 22mm); 3:85 ez, (110 crams): 
15¢” (length) x 2%” (width) x %” (depth) 


> (42x58x 22mm); 1.57 oz. (45 grams). 


15%” (width) x 2” (length) x 2%” (depth) 
(33.5 x 50x 8mm); 0.42 oz. (12 grams). 


The ZUIKO PEARLCORDER makes the notebook 
old-fashioned. Anywhere anything’s being said that 
you might want to remember later, why take a 
chance on missing part of it? Why waste your 
time writing when you should be listening? Just 
flick a switch and sit back. 

Record up to an hour of lecture, speech, con- 
versation on a single MICRO CASSETTE. 

Sure, there are other cassette recorders. But did 
you ever try putting one in your pocket? 

And what have you ever seen to equal it for 
candid recordings? You can be old know-it-all at 
school or the office, another James Bond at home. 

ZUIKO PEARLCORDER: a combination of the 
world’s most advanced electronics and space-age 
miniaturization. 


Micro Cassettes (MC-60, MC-45) 

The MICRO CASSETTES are preloaded with a low 
noise tape '4” (3.8mm) in width. These 2-track 
cassettes permit up to 60 and 45 minutes of total 
recording, 30 or 22'4 minutes per side, respective- 
ly.. Measuring 15¢” (width)x2” (length) x %” 
(thickness) (33.5x50x 8mm) these MICRO CAS- 
SETTES can easily be drop-loaded into the record/ 
playback unit. 


Micro Motor 

The heart of the system: this powerful DC motor 
provides incredible performance features. Durabil- 
ity to withstand 180G transient acceleration. In- 
stant full-speed operation. High stability in 
temperatures down to —50°C (—58°F). 
Extra-low power consumption. 


Olympus Optical Co., Ltd.: 43-2, Hatagaya 2-chome, Shibuya-ku, Tokyo, Japan 
Olympus Optical Co., (Europa) GmbH.: 2 Hamburg 1, Steindamm 105, Germany 
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